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CODA PORTABLE DAC SPECIFICATIONS 
 

OVERVIEW  

DAC ESS Pro Series SABRE® 

Amplifier Class G Headphone Amplifier 

CONNECTIVITY  

Input USB-A 

Output 3.5 mm (1/8 in) Stereo 

Supported Operating Systems Windows 7–10, macOS, Android, iOS 

PLAYBACK SUPPORT  

Supported Audio Formats PCM, MQA, and DSD via DoP 

MQA Support Renderer 

Maximum Bit Depth 32-bit 

Bit Depth Support 16-bit, 24-bit, and 32-bit 

Maximum Sample Rate 384 kHz 

PCM Sample Rates 44.1, 48, 88.2, 96, 176.4, 192, 352.8, 384 kHz 

DoP Sample Rates DoP64, DoP128 

AUDIO PERFORMANCE  

Signal-to-Noise Ratio (SNR) 120 dB 

THD+N –112 dB 

Maximum Output Voltage 2.0 Vrms 

Output Impedance < 1 ohm 

CONTROLS AND INDICATORS 

LED Indicators Blue: below 48 kHz; Green: above 48 kHz; Magenta: MQA 

Selectable Filters Linear Phase, Fast Roll-Off; Minimum Phase, Slow Roll-Off; Hybrid, Fast Roll-Off 

Volume Control Supports HID Volume Control of Source 
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INCLUDED ACCESSORIES  

Adapter Cable Female USB-A to Male USB-C, 15 cm 

PHYSICAL DETAILS  

Zipper Case Dimensions 4.3 in × 2.5 in × 1.5 in 

Chassis Aluminum 

Weight 24 g (0.8 oz) With Cap 

Dimensions 2.5 in (L) × 0.9 in (W) × 0.4 in (H) With Cap 
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