L. CLARUS

CONCERTO MKII POWER CONDITIONER SPECIFICATIONS

ELECTRICAL

Line Voltage

Circuit Breaker

CRVESTAI ClIl FAR <Ol IND

120 VAC, 20 A, 50/60 Hz

Hydraulic-Magnetic Circuit Breaker

PROTECTION

Spike Protection Modes L-N, N-G, L-G
Spike Clamping Voltage (VMAX) 395V
Maximum Surge Current 80 kA (L-N)

Maximum Spike Energy

COMPLIANCE
RoHS Compliant
CONNECTIONS
Outlets

AC Input

Ground Connection

DISPLAY

Voltage

Status (Outlets)

Status
CONTROLS

Front Panel

Rear Panel

PHYSICAL DETAILS

Net Weight

Dimensions

CLARUS

960 Joules (L—N)

Yes

8 High-Performance Hospital-Grade 20 A Outlets

IEC C-20 20-Amp Male Receptacle

Ground Terminal

AC Voltage Meter

Analog Power-On LED, Digital 1 Power-On LED, Digital 2 Power-On LED, High Current

Power-On LED

Grounded Status LED. Polarity Status LED. Protection Fault LED.

Dimmer Control. Outlet Power Switch.

Alarm Switch. AC Main Power Switch.

26 |bs

3.5in (H) x 19 in (W) x 12.75 in (D)
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