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CRIMSON AES/EBU DIGITAL AUDIO CABLE SPECIFICATIONS 
 

CONSTRUCTION  

Cable Type AES/EBU Balanced Digital Audio Cable (XLR) 

Circuit Geometry Triple Balanced (Dedicated Positive, Negative, and Ground Conductors) 

Conductor Material PCCC With 6.1% Ultra-Pure Silver Plating 

Conductor Gauge 18 AWG 

Conductor Architecture Three Dedicated Solid-Gauge Conductors 

ELECTRICAL PERFORMANCE  

Impedance 110 ohm 

INSULATION  

Conductor Insulation Individually Insulated Conductors 

DIELECTRIC  

Dielectric Material Nitrogen Injected Skin-Foam-Skin Polyethylene (PE) 

SHIELDING  

Shield Construction Aluminum Foil + Mylar® Layer + Two Silver-Plated Copper Braided Shields (Triple Shield) 

Shield Termination Connected Only at the Source End 

CONNECTORS  

Connector Type XLR 

Connector Materials Tellurium Copper + Beryllium Copper 

Connector Design Notes Tellurium Copper Male Pins (Hollow). Beryllium Copper Female Pins With Pin 1  
(Earth Ground) Forward. 

ORDERING  

Lengths 0.5, 1, 1.5, 2, 3, and 4 meter (Custom Lengths Available) 

Packaging Sold as a Single Cable 
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