CRIMSON SOURCE POWER CABLE SPECIFICATIONS

CONSTRUCTION

Cable Type

Conductor Material
Conductor Gauge
Conductor Architecture

Conductor Geometry

POWER RATING
AC Power Rating
INSULATION

Conductor Insulation
SHIELDING
Shielding
CONNECTORS

Connector Type

IEC Feature
Connector Contacts
Connector Housing

Strain Relief

ORDERING

Lengths
Packaging

CLARUS

CRYSTAI

L. CLARUS

ClLFAR SOLIND

Source Power Cable

Pure Continuous Cast Copper (PCCC)

12 AWG

Multiple Heavy-Gauge Solid Conductors + Multiple Enamel-Coated Conductors

Multi-Stage Alternating Twist Architecture Designed to Minimize Magnetic Field
Interaction and Time-Align Frequency Propagation. Individual Conductors Are Selectively
Twisted Based on Frequency Role, With Counter-Rotational Core Twisting to Cancel
Induced Distortion.

15 A, 50/60 Hz

Individually Insulated Conductors

Triple Shielded

5-15P to C15

Proprietary High-Retention C15 “Click” Design
C1100 Copper (101% IACS), Gold Plated

POM With Brass + Carbon Fiber

Heavy-Duty Strain Relief

3, 6, and 12 feet (Custom Lengths Available)

Sold as a Single Cable
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