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CRIMSON USB DIGITAL AUDIO CABLE SPECIFICATIONS 
 

CONSTRUCTION  

Cable Type USB Digital Audio Cable 

Conductor Material Signal Conductors: PCCC With 6.1% Ultra-Pure Silver Plating 

Conductor Gauge 22/24 AWG 

Conductor Architecture Two Isolated Conductor Pairs (Signal Pair + Power Pair) 

Conductor Geometry Precision Twisting Techniques (Similar to High-End HDMI Timing-Critical Approaches) 

INSULATION  

Insulation Material Signal Conductors: HDPE. Power Conductors: PVC. 

SHIELDING  

Shield Construction Double-Sided Aluminum Foil + Mylar® Wrap (Signal). Copper Foil Wrap (Power Pair). 
Double-Sided Aluminum Foil + Mylar® Wrap (Both Pairs). Outer Silver-Plated Copper 
Braided Shield. 

CONNECTORS  

Connector Type USB-A to USB-B 

USB FEATURES  

USB Standard High-Speed USB 2.0 

USB Audio Class USB Class 2 (Bit-Perfect; Supports MQA Studio Master Quality File Transfer) 

Power Conductor Pair Larger Gauge (To Support Current Demands for USB Audio Devices) 

Data Pair Isolation Data Pair Isolated from Power Pair 

ORDERING  

Lengths 1 and 2 meter 

Packaging Sold as a Single Cable 
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